
Stand colours:       black 0,         transparen X

Label: RSDW110 – size- colour - package

Example: RSDW110-3/1-0-STK
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Description  

RSDW11 is fl ame retardant dual wall, fl exible heat shrink 
tubing. The hot melt adhesive will melt and fl ow to seal 
and encapsulate the inner components, off ering excel-
lent insulation and protection against moisture.

Features

— Adhesive line for environmental protection 

— Shrink ratio 3:1 and 4:1 

— Very fl exible 

— Excelent chemical, physical & electrical properties 

— Good adherence to steel, plastic and many 
     other materials 

— Shrink temperature > 100°C 

— Operating Temperature (-55 till +110°C)

Certifi cation

— SAE-AMS-DTL-23053/4 
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Technical informations

RSDW110 

Ray Service company considers all information in data sheet 
are correct but we cannot eliminate our possible errors in typing and 
other inaccuracies. The suitability of the product for the intended 
purpose must examine each user individually. Before using 
we recommend to perform verifi  cation tests. In case of any doubts 
or questions do not hesitate to contact us.

Tables with sizes
 Dimensions 3:1 

    Size DMIN. DMAX.  W
 mm

  3/1 3,0 1,0 1,0

  4,8/1,5 4,8 1,5 1,0

  6/2 6,0 2,0 1,1

  9/3 9,0 3,0 1,3

  12/4 12,0 4,0 1,7

  18/6 18,0 6,0 2,0

  24/8 24,0 8,0 2,5

  39/13 39,0 13,0 2,5

 W– Recovered wall thickness (mm).

 DMIN. – MIN ID supplied (mm).

 DMAX. – MAX ID recovered (mm).

 -55°C
+110°C

RoHS

3:1, 4:1

  Dimensions 4:1 

    Size DMIN. DMAX.  W
 mm

  4/1 4,0 1,0 1,02

  8/2 8,0 2,0 1,02

  12/3 12,0 3,0 1,30

  16/4 16,0 4,0 1,78

  24/6 24,0 6,0 2,10

  32/8 32,0 8,0 2,50

  52/13 52,0 13,0 2,50
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Technical information

Thermal properties

Description  Test method   Typical value 

Heat shock 4 hours at 250 °C  ASTM 2671    no dropping, cracking, fl owing

Heat aging 168 hours at 175 °C  ASTM D 638    elongation 250%

Low temp. fl exibility at -55 °C  ASTM D 2671 C   no cracking

Flammability grade   ASTM D 2671 B   pass

Physical properties

Popis Testovací metoda  Hodnota 

Tensile strength ASTM D 638  11N/mm2

Elongation at break ASTM D 638  300%

Longitudinal change ASTM D 2671 -15% to +1%

Water absorption ASTM D 570     0,5%

Electrical properties

Popis Testovací metoda  Hodnota 

Dielectric strenght ASTM D 2671  15 kV/mm

Volume resisitivity ASTM D 257  1014 ohm cm

Adhesive properties

Peel strenhgt: PVC  85 N/25mm2

  Steel  44 N/25mm2

  Copper  35 N/25mm2 

Chemical properties

Description Test method  Typical value 

Fungus resistance ASTM G21  no growth

Chemical resistance AMS-DTL-23053/5   good

Copper corrosion ASTM D 2671 B no corrosion


