
Description

Sleeving made of a special silicone rubber coated 
fibreglass braid. This is a Class 200 electrical insulating 
sleeving available in three voltage grades.

Features

—	halogen	free

—	self	extinguishing	VW1

—	flexible

—	chemical	resistance	to	oils	and	fluids

Operating temperature

(–	70	to	235)°C,	peaks	at	300	°C

Insulation	materials		>		VSC40, VSC75 

VSC40, VSC75
Insulating sleeving

Insulation materials
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Insulation	materials		>		VSC40, VSC75

Dimension

Nominal bore (mm) Bore tolerance (mm) Minimal wall thickness VSC40 Standard put up

0,5	mm	 +0,20	mm	 0,35	mm	 400	m

0,8	mm	 +0,20	mm	 0,35	mm	 400	m

1	mm	 +0,20	mm	 0,45	mm	 400	m

2	mm	 +0,20	mm	 0,45	mm	 200	m

3	mm	 +0,20	mm	 0,45	mm	 200	m

4	mm	 +0,25	mm	 0,45	mm	 200	m

5	mm	 +0,25	mm	 0,55	mm	 200	m

6	mm	 +0,25	mm	 0,55	mm	 200	m

7	mm	 +0,25	mm	 0,55	mm	 100	m

8	mm	 +0,25	mm	 0,55	mm	 100	m

9	mm	 +0,50	mm	 0,55	mm	 100	m

10	mm	 +0,50	mm	 0,55	mm	 100	m

12	mm	 +0,50	mm	 0,65	mm	 100	m

14	mm	 +0,50	mm	 0,75	mm	 50	m

16	mm	 +1,00	mm	 0,75	mm	 50	m

18	mm	 +1,00	mm	 0,75	mm	 50	m

20	mm	 +1,00	mm	 0,75	mm	 50	m

25	mm	 +1,00	mm	 1,00	mm	 25	m

Technical characteristics

  VSC40

Dielectric	strength	 IEC	684:	250	mm,	central	value	 5,0	kV

	 minimal	value	 4,0	kV

	 DIN	40620:	200	mm,	60	s	 4,0	kV

	 UL	1441:	25	mm	 7,0	kv

Flammability	 IEC	684,	part	2,	paragraph	26	(method	B,	vertical	position)

	 extinguishes	within	60	s

	 UL	1441	–	VW-1	(vertical	position)

Heat	resistance	 UL	1441,	7	days	at	265	°C,	65	days	at	235	°C

Cold	resistance	 IEC	684,	part	2,	paragraph	14,	at	�70	°C

VSC75	is		certificated	in	according	to	UL	(E121222).

Ordering information

Colour black,	red

Packaging	 on	spools

Identification VSC40	–	nominal	bore	–	EX	–	colour	–	required	length	 Example:	VSC4	06	EX	black	–	200	m
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